
DIMENSION（mm）

PX42 Series

备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

16/20/24/36

70

25

40

86

≤30

≤3000

65

1.1

≤60

≈20000

4/5/6/8

58

6

12

90

≤20

≤3000

65

0.8

≤60

≈20000

64/96/144/216

82

30

40

80

≤45

≤3000

65

1.4

≤60

≈20000

4/5/6/10

76

15

25

95

≤15

≤3000

65

0.9

≤60

≈20000

16/20/24/30/36

90

30

40

90

≤30

≤3000

65

1.1

≤60

≈20000

64/96/144/216

104

40

50

85

≤50

≤3000

65

1.4

≤60

≈20000

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3 Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

MAIN TECHNICAL SPECIFICATION

14
26

3

22

18

20

45

Φ35

4-M4T10

Φ44

Φ4-4
Φ8Φ2

5

Φ2
2Φ5

Φ4
2

3

Output One stage 58 Two stage 70 Input

备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

DIMENSION（mm）

PX57 Series

MAIN TECHNICAL SPECIFICATION

Output L One stage 76 Two stage 90 Input

57

57

47
57

57

47

20

22
3

11

26

5

Φ1
4

Φ3
8.

1

Φ8

Φ8Φ38

M5-4Φ5.5-4

16

Φ14 Φ4
2

5

01 02



DIMENSION（mm）

PX57 Hole Output Series

备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

MAIN TECHNICAL SPECIFICATION

DIMENSION（mm）

PX60 Servo Series

MAIN TECHNICAL SPECIFICATION

Input One stage 76 Two stage 90 Output InputOne stage 74 Two stage 88Output

备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

11

3

26

5

25

2

57

47

57

47

5

16
.2

Φ8Φ
38

.1

Φ1
4

Φ4
2

Φ5.54-M5

Φ8

Φ14

Φ42 5

60

50

Φ5.5-4

Φ14

Φ44

16

31

5

20 11

20

22

10

Φ4
4

0 -0
.0

5

Φ1
4

0 -0
.0

18

Φ1
4

+0
.0

5
+0

.0
3

+0
.0

5
+0

.0
3

Φ6
2

60

5

1.6
3

Φ50

Φ
50

4-M5

50

Φ14

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

4/5/6/10

76

15

25

95

≤15

≤3000

65

0.9

≤60

≈20000

16/20/24/30/36

90

30

40

90

≤30

≤3000

65

1.1

≤60

≈20000

64/96/144/216

104

40

50

85

≤50

≤3000

65

1.4

≤60

≈20000

3/4/6

74

15

25

95

≤15

≤3000

65

0.9

≤60

≈20000

10/16/24/36

88

30

40

90

≤30

≤3000

65

1.1

≤60

≈20000

64/96/144/216

102

40

50

85

≤50

≤3000

65

1.5

≤60

≈20000

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3 Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

03 04



备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

50

60
60

5026

5 11 22

20

3

Φ42

Φ14

Φ3
8.

1

Φ8

+0
.0

35
0 +0

.0
35

0 Φ8

Φ3
8.1

Φ1
4

Φ4
2

Φ6-4 4-M5

16

5

80
64

80
6411

3

25
30

36

5

40

6

21
.7

5

18

Φ70

Φ19

4-M6

Φ16

Φ60

4-Φ7

Φ1
9

+0
.0

5
+0

.0
3

Φ7
0

+0
.0

5
0 Φ1

6
0 +0

.0
18

Φ6
0

0 -0
.0

5

DIMENSION（mm）

PX60 Brushless Series

MAIN TECHNICAL SPECIFICATION

InputOne stage 76 Two stage 90Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

3/4/6

76

15

25

95

≤15

≤3000

65

0.9

≤60

≈20000

10/16/24/36

90

30

40

90

≤30

≤3000

65

1.1

≤60

≈20000

64/96/144/216

104

40

50

85

≤50

≤3000

65

1.5

≤60

≈20000

3/4/5/6

82

30

50

95

≤18

3000

65

1.7

≤60

≈20000

10/12/16/20/24/30/36

96

50

80

90

≤25

≤3000

65

2.3

≤60

≈20000

52.8/64/96/144/216

110

60

100

85

≤35

≤3000

65

3

≤60

≈20000

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

DIMENSION（mm）

PX80 Servo Series

MAIN TECHNICAL SPECIFICATION

Input One stage 82 Two stage 96 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

05 06



备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

80

65
80

65

5

16
.3

5

18

1137

5 30
32

4

Φ1
4

Φ6
2+0

.0
5

+0
.0

3

+0
.0

5
+0

.0
3

Φ1
6

0 -0
.0

18
0 -0
.0

5
Φ6

0

4-M6 Φ7-4

Φ14

Φ62

Φ16

Φ60

86

69.5
86

69.5
37

11

30

32

3

5

5

16
.3

5

18

Φ14

Φ73

Φ16

Φ60Φ1
4

Φ7
3

+0
.0

5
+0

.0
3

+0
.0

5
+0

.0
3

Φ1
6

0 -0
.0

18

Φ6
0

0 -0
.0

5

4-M6 Φ7-4

3/4/5/6

82

30

50

95

≤18

3000

65

1.7

≤60

≈20000

10/12/16/20/24/30/36

96

50

80

90

≤25

≤3000

65

2.3

≤60

≈20000

52.8/64/96/144/216

110

60

100

85

≤35

≤3000

65

3

≤60

≈20000

3/4/5/6

80

30

50

95

≤18

3000

65

1.8

≤60

≈20000

10/12/16/20/24/30/36

94

50

80

90

≤25

≤3000

65

2.4

≤60

≈20000

52.8/64/96/144/216

108

60

100

85

≤35

≤3000

65

3

≤60

≈20000

DIMENSION（mm）

PX80 Brushless Series

MAIN TECHNICAL SPECIFICATION

Input One stage 82 Two stage 96 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

DIMENSION（mm）

PX86 Stepper Series

MAIN TECHNICAL SPECIFICATION

Input One stage 80 Two stage 94 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

07 08



备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

86
69.5

86
69.511

10

42

30

32

4

5

18

Φ
14

Φ
73

+
0.

05
0

+
0.

03
5

+
0.

05
0

+
0.

03
5

Φ
16

0 -0
.0

18

Φ
60

0 -0
.0

5Φ14

Φ73
Φ60

Φ16

Φ7-44-M6

86

69.5
86

69.5

5 5

16
.3

18
.3

37
11 

23

2

3

5Φ73

Φ14 Φ16

Φ60Φ1
4

Φ7
3

+0
.0

5
+0

.0
3

+0
.0

5
+0

.0
3

+0
.0

5
+0

.0
3

Φ1
6

Φ6
0

0 -0
.0

5

Φ7-44-M6

3/4/5/6

81

30

50

95

≤18

3000

65

1.8

≤60

≈20000

10/12/16/20/24/30/36

95

50

80

90

≤25

≤3000

65

2.4

≤60

≈20000

52.8/64/96/144/216

109

60

100

85

≤35

≤3000

65

3

≤60

≈20000

3/4/5/6

80

30

50

95

≤18

3000

65

1.5

≤60

≈20000

10/12/16/20/24/30/36

94

50

80

90

≤25

≤3000

65

2.1

≤60

≈20000

52.8/64/96/144/216

108

60

100

85

≤35

≤3000

65

2.7

≤60

≈20000

DIMENSION（mm）

PX86 Locking Series

MAIN TECHNICAL SPECIFICATION

Input One stage 81 Two stage 95 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

DIMENSION（mm）

PX86 Hole Output Series

MAIN TECHNICAL SPECIFICATION

Input One stage 80 Two stage 94 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

09 10



备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

70 86

Φ72

Φ16 Φ14

5

16.5

5

18.1

37

5330

32

4-N6T10

Φ84 Φ6
0

0 -0
.0

5

Φ1
6

0 -0
.0

18

Φ1
4

-0
.0

5
-0

.0
3

+0
.0

3
+0

.0
5

Φ7
3

4-M6

+0
.0

5
+0

.0
3

+0
.0

5
+0

.0
3

0 -0
.0

18

0 -0
.0

5

86

70.7
86

70

5

18

5

18
.3

42

10
30
32

4

Φ16

Φ80

Φ16

Φ6
0Φ1

6

Φ8
0

Φ1
6

Φ6
0

Φ7-44-M6

DIMENSION（mm）

PX86 Round flange Series

MAIN TECHNICAL SPECIFICATION

InputOne stage 80 Two stage 94Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

DIMENSION（mm）

PX90 Servo Series

MAIN TECHNICAL SPECIFICATION

Input One stage 81 Two stage 95 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

11 12

3/4/5/6

80

30

50

95

≤18

3000

65

1.8

≤60

≈20000

10/12/16/20/24/30/36

94

50

80

90

≤25

≤3000

65

2.4

≤60

≈20000

52.8/64/96/144/216

108 

60

100

85

≤35

≤3000

65

3

≤60

≈20000

3/4/5/6

81

30

50

95

≤18

3000

65

1.8

≤60

≈20000

10/12/16/20/24/30/36

95

50

80

90

≤25

≤3000

65

2.4

≤60

≈20000

52.8/64/96/144/216

109

60

100

85

≤35

≤3000

65

3

≤60

≈20000



备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

110

94

110

94
13 10

16
52

50

6Φ72

Φ22
Φ7

2

Φ8
5

Φ1
9

Φ85

M8

6

22

Φ9-4

Φ22

24.5

6 6

39
112

92

112

94

L

13 10

16
50

52

6

Φ95

M8-4

Φ19

Φ72

Φ22

Φ9-4

Φ9
5

Φ1
9

Φ7
2

6

21
.6

6

24
.5

Φ2
2

0 -0
.0

1

56

DIMENSION（mm）

PX110 Stepper Series

MAIN TECHNICAL SPECIFICATION

InputOne stage L=102 Two stage L=127Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

DIMENSION（mm）

PX110 Servo Series

MAIN TECHNICAL SPECIFICATION

Input One stage L=117 Two stage L=142 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

13 14

3/4/5/6

102

70

100

90

≤20

3000

65

5.2

≤60

≈20000

10/12/16/20/24/30/36

127

140

170

86

≤30

≤3000

65

6.5

≤60

≈20000

64/96/144/216

152

160

180

80

≤45

≤3000

65

7.8

≤60

≈20000

3/4/5/6

117

70

100

90

≤20

3000

65

5.2

≤60

≈20000

10/12/16/20/24/30/36

142

140

170

86

≤30

≤3000

65

6.5

≤60

≈20000

64/96/144/216

167

160

180

80

≤45

≤3000

65

7.8

≤60

≈20000



备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

132

110
132

110

8

31

6

21
.7

18 15
49

7 50

52
20

Φ19

Φ100

Φ28

Φ82

4-M10 Φ11-4
Φ1

9
+0

.0
5

+0
.0

3

Φ1
00

+0
.0

5
+0

.0
3

Φ2
8

-0
.0

18

Φ8
2

00 0.
05

130

102.5

24.5

6

130

110

31

8

15 12
60

750

52 20

Φ22

4-M8
Φ11-4

Φ82
Φ28

Φ110

Φ2
8

0 -0
.0

18

Φ2
2

+0
.0

5
0

Φ1
10

Φ8
2

DIMENSION（mm）

PX130 Stepper Series

MAIN TECHNICAL SPECIFICATION

Input One stage 121 Two stage 153 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

DIMENSION（mm）

PX130 Servo-Old

MAIN TECHNICAL SPECIFICATION

Input One stage 135 Two stage 167 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

15 16

3/4/5/6

121

90

150

90

≤20

3000

65

9

≤60

≈20000

10/12/16/20/24/30/36

153

150

200

86

≤30

≤3000

65

12

≤60

≈20000

64/96/144/216

185

200

240

85

≤45

≤3000

65

15

≤60

≈20000

3/4/5/6

135

90

150

90

≤20

3000

65

9

≤60

≈20000

10/12/16/20/24/30/36

167

150

200

86

≤30

≤3000

65

12

≤60

≈20000

64/96/144/216

199

200

240

85

≤45

≤3000

65

15

≤60

≈20000



备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

130

102.5
130

102.514
60

85

52
57

25 25

6 6

Φ110

Φ22

Φ110

Φ22

M8-4 4-M10

8
Φ130

Φ28

Φ165

150

31
.3

Φ2
2

Φ3
0

Φ1
10

Φ
130 Φ2

2

Φ1
10

Φ9-4

15
154

8

31

20 20

59

6

5

50
52

Φ28

Φ130

Φ165 4-M10

Φ2
8

+0
.0

60
+0

.0
35

Φ1
30

+0
.0

60
+0

.0
35

Φ2
8

0 -0
.0

18

Φ8
2

0 -0
.0

18

DIMENSION（mm）

PX130 Servo-New

MAIN TECHNICAL SPECIFICATION

Input One stage 157 Two stage 189 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

DIMENSION（mm）

PX150 Series

MAIN TECHNICAL SPECIFICATION

Input One stage 141 Two stage 174 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

17 18

3/4/5/6

157

90

150

90

≤20

3000

65

9

≤60

≈20000

9/12/16/20/24/30/36

189

150

200

86

≤30

≤3000

65

12

≤60

≈20000

64/96/144/216

221

200

240

85

≤45

≤3000

65

15

≤60

≈20000

3/4/5/6

141

130

160

85

≤25

3000

65

10.05

≤60

≈20000

9/12/16/20/24/30/36

174

200

240

80

≤50

≤3000

65

13.45

≤60

≈20000

45/48/54/64/96/144

207

260

300

72

≤75

≤3000

65

16.85

≤60

≈20000



备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

79
525

70

82
10

180

38
.1

10 12

180

Φ200 4-M12

Φ35

Φ200

4-M12

Φ1
00

Φ1
14

.3

Φ3
5

Φ4
2

Φ42

47 47

11
3

22

26

Φ1
4

Φ4
2

Φ38.1
Φ8

Φ38.1

Φ8

Φ8

Φ42
Φ14

M5-4
Φ5.5-4

Φ45

47

57 57

47

88

DIMENSION（mm）

PX180 Series

MAIN TECHNICAL SPECIFICATION

Input One stage 163 Two stage 202 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

DIMENSION（mm）

PX57 Right angle Series

MAIN TECHNICAL SPECIFICATION

Input One stage 103 Two stage 117 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

19 20

4/6

163

200

260

80

≤35

3000

65

22

≤60

≈20000

16/24/36

202

260

320

75

≤70

≤3000

65

28

≤60

≈20000

64/96/144/216

241

320

360

70

≤100

≤3000

65

34

≤60

≈20000

4/5/6/10

103

15

25

90

≤20

3000

65

0.8

≤60

≈20000

16/20/24/36

117

30

40

86

≤30

≤3000

65

1.1

≤60

≈20000

64/96/144/216

131

40

50

80

≤45

≤3000

65

1.1

≤60

≈20000



备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

备注：以上参数仅供参考
NOTE:  TEH ABOVE PARAMETERS ARE FOR REFERMCE ONLY

60

50

50

111 22
3

60

50

50

5 5

31

22

97

97

16
.5

Φ50

Φ14

4

Φ6-44-M5

Φ50
+0.05
+0.03

+0.05
+0.03

+0.05
+0.03

Φ50
Φ14

Φ1
4

0 -0
.0

18

Φ4
2

Φ14
Φ42

Φ14

11
3

32

85
85

4-M6

Φ73

Φ14 +0.05
0

+0.05
0

Φ7-4

Φ60 0
-0.05

Φ16 0
-0.018Φ1

6
0 -0

.0
18

Φ60 0
-0.05

5

16
.5

5

18

70
70

10
6.

5

Φ14 +0.05
0

+0.05
0Φ73

38

5
37

DIMENSION（mm）

PX60 Right angle Series

MAIN TECHNICAL SPECIFICATION

Input One stage 103 Two stage 117 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

DIMENSION（mm）

PX86 Right angle Series

MAIN TECHNICAL SPECIFICATION

Input One stage 124.5 Two stage 138.5 Output

Stage

Gear Ratio

Length(MM)

Rated load（N.M）

Maximum load（N.M）

Full load efficiency(%)

Return Gap(Arcmin)

Rated input speed(RPM)

Level of protection(IP)

Weight(KG)

Noise(DB)

Service life(H)

Lubrication

Method of installation

Stage 1

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Grease(Long term lubrication )

Flange

Stage 2 Stage 3

21 22

4/5/6/10

103

15

25

90

≤20

3000

65

0.8

≤60

≈20000

16/20/24/36

117

30

40

86

≤30

≤3000

65

1.1

≤60

≈20000

64/96/144/216

131

40

50

80

≤45

≤3000

65

1.1

≤60

≈20000

3/4/5/6

124.5

30

50

95

≤18

3000

65

1.8

≤60

≈20000

10/12/16/20/24/30/36

138.5

50

80

90

≤25

≤3000

65

2.4

≤60

≈20000

52.8/64/96/144/216

152.5

60

100

85

≤35

≤3000

65

3

≤60

≈20000



CATALOG

PX42 Series 01

PX57 Hole Output Series 03

PX60 Brushless Series 05

PX80 Brushless Series 07

PX86 Locking Series 09

PX86 Round flange Series 11

PX110 Stepper Series 13

PX130 Stepper Series 15

PX130 Servo-New 17

PX180 Series 19

PX60 Right angle Series 21

PX57 Series 02

PX60 Servo Series 04

PX80 Servo Series 06

PX86 Stepper Series 08

PX86 Hole Output Series 10

PX90 Servo Series 12

PX110 Servo Series 14

PX130 Servo-Old 16

PX150 Series 18

PX57 Right angle Series 20

PX86 Right angle Series 22


